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More Waste Paper is Needed 
[FROM OUR REGULAR CORRESPONDENT] 

WASHINGTON, Feb. 2, 1944—Full cooperation of 
the paper and paper board industry with local waste 
paper collecting agencies is essential if the paper 
board mills are to be kept in operation, Willard L. 
Davis, Assistant Director of the War Production 
Board Paperboard Division, said today. 

Waste paper now is No. 1 salvage material and, al- 
though collections were reported as picking up, Frank 
Block of the United States Waste Paper Company, 
told members of the Container Board and Fiber Box 
Industry Advisory Committee their continued back- 
ing was needed if the industry was to meet the two- 
million-ton goal required every three months. 

Waste paper is an essential material in the manu- 
facture of many fiber shipping containers, and com- 
prises as high as 99% of the substance of some boxes. 
Contact with local newspapers was also urged, as 
their publicity has coordinated the mill requirements 
and the local salvage collections. Despite being handi- 
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capped somewhat through labor and transportation 
problems, local voluntary pick-up services have done 
well so far, Mr. Block said, adding that the cam- 
paign must ‘be kept going as the mills require waste 
paper supplies regularly. 

Suggested revisions of standards for light-weight 
kraft board, eliminating calibre requirements, have 
been approved by the various segments of the indus- 
try and now meet the freight and railroad require- 
ments, it was explained by Mr. Davis, who added 
that a saving of approximately 30,000 tons of liner- 
board a year might result. 


Paper Group Elects Officers 


Curcaco, Ill., January 31, 1944—The Professional 
Paper Group of Chicago has elected the following 
officers :—president, Harold R. Alley, Tested Papers 
of America, Inc.; vice-president, A. E. Montgomery, 
Ross Engineering Company; secretary, V. V. Vallan- 
dighan, Kelco Company ; treasurer, Arnold McAneny, 
Bradner Smith & Co. 








